PRODUCT
TWINDOWS & SPECIFICATIONS

WESTECGCK

4300 SERIES PVC CASEMENT COMBO, AWNING, FIXED SASH AND PICTURE

The 4300 Combo series window system is a high-performance PVC framed casement combo, awning
and fixed window system. Designed for long life, ease of operation and impressive thermal
performance. Thermal values comparable to Passive House and Net Zero targets.
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Frame Components

@ 4' frame depth, with 6 frame cavities deep and 7 sash cavities, forimproved thermal performance and structure.
1.375" nail flange setback to accommodate rain screen applications.

High-performance installation ready utilizing install straps that lock into the frame.

1.25" nail flange for improved anchor bite.

1.75" integral renovation flange.

Fusion welded frame and sash for strength and improved water management, no corner leaks.

Structural integral mullions utilizing metallic reinforcing for large system sizes and long spans.

Adhesive foam gaskets at all mullion joints to minimize potential leakage paths of air or water.

Custom HSS mullion designed for large window wall design applications.

Hardware

@® Truth™ Contemporary Roto operators. Smooth durable operation, available in multiple finish options.
@® Truth™ Contemporary Mullti point tie bar locking system for improved security.
® FlexScreen™ system providing “invisible” screen frame.

Glazing: Dual 16mm/.625" to 27mm/1.0625" overall IG. Triple 27mm/1.0625" to 35mm/1.375" overall IG:

@® Tremco Ener Edge™ silicone foam spacer system, superior thermal performance.

@® HB Fuller butyl hotmelt sealant, long life secondary seal. Limited lifetime warranty.

@ Cardinal glass, efficient LowE products. North America's leader in high performance glass.
@ Readily available gas fill options of both Argon and Krypton.

@ \ide selection of muntin designs or Simulated divided lites.

Air/\Water/Structural performance: Tested by Intertek Labs to NAFS 11 and A44051-17
NAFS testing performance meeting all locations of BC, Alberta, Washington and beyond.
4300 Casement Combo:

@® Casement combo 915mm/36" x 1981mm./ 78"
PG 55 2640 pascals structural. 400 pascals water resistance. A3 air leakage.

4300 Awning:

@® Awning 1828mm/72" x 914mm/36"
PG 80 3840 pascals structural. 720 pascals water resistance. A3 air leakage.

4300 Picture:

@® Pictures 3050mm/120" x 1830mm/72" & 182mm/72" x 1081mm/78"
PG 30 1440 pascals structural. 720 pascals water resistance. Fixed air leakage.
PG 50 2400 pascals structural. 720 pascals water resistance. Fixed air leakage.

4300 Composite:

@® Composite 3662mm/144" x 2438mm/Q96"
PG 40 1920 pascals structural. 720 pascals water resistance. A3 air leakage.
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Thermal performance:
Product tested to NFRC 100, performed with Intertek Labs, and certified via Keystone Certification.

Results based on whole product testing, dual and triple glazing options as noted.

4300 Casement Combo Picture Window
U-ValueU-Value

Application Gas Fill Metric  Imp R-Value SHGC VL CR ER
Dual-Pane: High Performance
. . Argon 1.48 0.26 3.85 0.55 0.65 60 39
Clear/SHG High Solar Gain Max Thermal 136 024 417 055 005 62 >
. Argon 1.42 0.25 4.00 0.30 0.57 61 26
LowE 2/Clear Mid-Level Max Thermal 131 | 023 | 435 | 030 | 057 63 29
. Argon 119 0.21 4.76 0.29 0.56 48 31
LowE2/LowE 4/0 High=Level Max Thermal 114 0.20 5.00 0.29 0.56 50 32
Triple-Pane: High Performance
Argon 114 0.20 5.00 0.49 0.57 63 43
Clear/Clear/SHG , . Max Thermal 1.08 0.19 5.26 0.49 0.59 70 45
High Solar Gain
Argon 0.01 0.16 6.25 0.45 0.57 75 46
SHG/Clear/SHG
Max Thermal 0.85 0.15 6.67 0.45 0.57 75 47
LowE 2/Clear/Clear Argon 114 0.20 5.00 0.28 0.52 70 31
Mid-Level Max Thermal 1.08 0.19 5.26 0.28 0.52 70 33
LowE 2 /Clear/SHG Argon 0.01 0.16 6.25 0.27 0.50 76 36
Max Thermal 0.79 0.14 7.14 0.27 0.50 76 38
LowE 2/Clear/LowE 4/6 Argon 097 | 017 | 688 | 027 | 051 | 57 | 34
High-Level Max Thermal 0.91 0.16 6.25 0.27 0.51 57 36
Argon 0.97 017 5.88 0.20 0.47 57 30
LOWE 3/SHG/LowE 4/6 Max Thermal 0.01 0.16 6.25 0.20 0.47 58 32
4300 Casement Combo L/R Operator
U-ValueU-Value
Application Gas Fill Metric  Imp R-Value SHGC VL CR ER
Dual-Pane: High Performance
. . Argon 1.48 0.26 3.85 0.48 0.57 59 35
IBar/SHG High Solar Gain Max Thermal 1.36 0.24 417 0.48 0.57 60 38
. Argon 1.42 0.25 4.00 0.26 0.50 60 24
LOwE 2vClear MideLevel Max Thermal 131 0.23 4.35 0.26 0.50 61 26
. Argon 119 0.21 4.76 0.26 0.49 47 29
LOWE 2/LowE 4/0 High-Level Max Thermal 114 | 020 | 500 | 026 | 049 49 30
Triple-Pane: High Performance
Argon 114 0.20 5.00 0.43 0.52 67 40
lear/Clean/SHG . . Max Thermal 1.08 0.19 5.26 0.43 0.52 67 41
High Solar Gain Argon 0 0.1 88 0 0.50 2 1
SHG/Clear/SHG 9 97 | 017 1 5 39 | 05 - -
Max Thermal 0.91 0.16 6.25 0.39 0.50 72 42
LowE 2/Clear/Clear Argon 114 9.20 500 924 9.45 67 29
Mid-Level Max Thermal 1.08 0.19 5.26 0.24 0.45 67 30
LowE 2 /Clear/SHG Argon 091 | 016 | 625 | 024 | 044 | 73 | 34
Max Thermal 0.85 0.15 6.67 0.23 0.44 73 34
LowE 2/Clear/LowE 4/6 Argon 102 | 018 | 556 | 025 | 046 | 67 | 32
High-Level Max Thermal 0.97 017 5.88 0.24 0.44 55 32
Argon 1.02 0.18 556 0.18 0.39 63 28
LOWE 3/SHG/LowE 4/6 Max Thermal 0.97 0.17 5.88 0.18 0.41 56 29
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Thermal performance cont'd:

4300 Casement Combo Awning Operator
U-ValueU-Value

Application Gas Fill Metric  Imp R-Value SHGC VL CR ER
Dual-Pane: High Performance
) : Argon 1.48 0.26 3.85 0.48 0.57 57 35
Clear/SHG High Solar Gain Max Thermal 136 024 417 048 057 60 38
LowE 2/Clear Mid-Level Argon 142 | 025 | 400 | 020 | 050 | 58 | 24
Max Thermal 131 0.23 4.35 0.26 0.50 60 26
, Argon 125 0.22 455 0.26 0.49 46 28
LOWE 2/LowE 476 High-Level Max Thermal | 119 | 021 | 476 | 026 | 049 | 48 | 29
Triple-Pane: High Performance
Clear/Clear/SHG Argon 114 0.20 5.00 0.43 0.52 66 40
High Solar Gain Max Thermal 1.08 0.19 5.26 0.43 0.52 67 41
9 Argon 0.97 0.17 5.88 0.39 0.50 72 41
SHG/Clear/SHG
Max Thermal 0.91 0.16 6.25 0.39 0.50 72 43
Argon 114 0.20 5.00 0.24 0.45 68 29
LowE 2/Clear/Clear Mid-Level Max Thermal 1.08 0.19 5.26 0.24 0.45 69 30
LowE 2 /Clear/SHG Argon 0.91 0.16 6.25 0.24 0.44 73 34
Max Thermal 0.85 0.15 6.67 0.23 0.44 73 35
LowE 2/Clear/LowE 4/6 Argon 1.02 0.18 556 0.24 0.44 55 32
High-Level Max Thermal 0.97 0.17 5.88 0.24 0.44 56 33
Argon 1.02 0.18 5.56 0.18 0.41 56 28
LOWE 3/SHG/LOWE 440 Max Thermal 0.97 0.17 5.88 0.18 0.41 57 29
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