
TYPICAL WINDOW
SILL SECTION

TYPICAL WINDOW
JAMB SECTION

2 1/2" HOT DIPPED GALVANIZED
ROOFING NAIL OR #10-1 1/2" CORROSION

RESISTANT SCREW @ 6" O.C.

TYPICAL WINDOW
HEAD SECTION

1/4" MIN. - 3/8" MAX.
GAP BETWEEN PRODUCT
AND FRAMING

2 1/2" HOT DIPPED GALVANIZED ROOFING NAIL
OR #10-1 1/2" CORROSION RESISTANT SCREW @ 6" O.C.

PERFORATE OR SHIM BEHIND NAIL FLANGE

BUILDING PAPER TO WRAP
12" DOWN EXTERIOR SHEATHING

VERTICAL RAIN SCREEN STRAPPING

EXTERIOR SHEATHING

INTERIOR ROD & CAULK DETAIL

FULL DEPTH 1/4" RIDGED SHIMS @ 6" O.C., UNDER EITHER
SIDE OF EACH VERTICAL MULLION AND AT BOTH JAMB LOCATIONS
SHIM UNDER IG UNIT SETTING BLOCKS IF APPLICABLE

2x10 TRIM ON
P.T. STRAPPING

PEEL & STICK FLASHING LAPDOWN 3",
RETURN UP JAMB 6" AND OVERLAP

THE JAMB BUILDING PAPER

SILL FLASHING

1/4" MIN - 3/8" MAX DISTANCE
FROM TOP OF FLANGE TO
BEND IN HEAD RETAINER CLIP

INTERIOR FINISH

RETURN VAPOUR BARRIER TO
SEAL TO WINDOW FRAME

INTERIOR ROD & CAULK DETAIL

EXTERIOR SHEATHING

BUILDING PAPER TO WRAP 12" UP
EXTERIOR SHEATHING

2x10 TRIM
ON P.T. STRAPPING

LAP BUILDING PAPER
DOWN OVER HEAD FLASHING

VERTICAL RAIN
SCREEN STRAPPING

18 Ga. ALUMINUM HEAD RETAINER CLIP
@ 6" - 8" O.C. BEGINNING AND ENDING AT

HEEL DIMENSION WIDTH OF WINDOW
ADD 1 EXTRA FASTENER & HEAD CLIP AT

ALL VERTICAL MULLIONS

HEAD FLASHING C/W END DAM
HEAD FLASHING NOT TO

IMPEDE OPERATION OF WINDOW

INSECT SCREEN AT TOP AND
BOTTOM OF ALL CAVITIES

EXTERIOR ROD & CAULK DETAIL
MINIMUM EXPANSION GAP OF 1/8"

INTERIOR ROD & CAULK DETAIL

INTERIOR FINISH

EXTERIOR SHEATHING

BUILDING PAPER TO WRAP
INTO ROUGH OPENINGS,
TAPE ALL CORNER CUTS

RAIN SCREEN STRAPPING

EXTERIOR CLADDING
ON P.T. STRAPPING

1x6 TRIM

PERIMETER TAPE OVER
HEAD & JAMB FLANGES
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SEAL SILL FLASHING BACK TO WINDOW FRAME
C/W INTERMITTENT DRAINAGE WEEP HOLES
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THESE DRAWINGS ARE WESTECK'S
CONFIDENTIAL AND PROPIETARY
INFORMATION AND SHALL NOT BE
GIVEN TO ANY OTHER PERSON OR

COMPANY WITHOUT WESTECK'S
PRIOR WRITTEN CONSENT

CHECKED APPROVED
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2300 Series - Part 9 Typical Installation Detail

Vinyl Slider

Wood Sill
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DETAILS ARE INTENDED TO SHOW A TYPICAL STRUCTURAL FASTENING
METHOD OF RETAINING WINDOWS AND DOORS FOR WARRANTY
PURPOSES ONLY. WATER PROOFING ENVELOPE DETAILS ARE TO BE
COMPLETED BY OTHERS AND ARE NOT THE RESPONSIBILITY OF
WESTECK WINDOWS & DOORS.

SEE PROJECT SPECIFIC ARCHITECTURAL AND ENVELOPE ENGINEERING
DETAILS THAT PERTAIN TO WATERPROOFING SEQUENCING DETAILS. IT IS
THE SOLE RESPONSIBILITY OF THE CONTRACTOR AND PRODUCT
INSTALLER TO ENSURE ALL PRODUCTS ARE INSTALLED LEVEL, PLUMB
AND SQUARE TO ALLOW FOR PROPER OPERATION AND FULL PRODUCT
WARRANTY.

WESTECK WINDOWS & DOORS NEITHER ENDORSES NOR APPROVES OF
ANY FASTENING METHOD THAT DEVIATES FROM THESE DETAILS
WITHOUT WRITTEN CONSENT.
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